
 CWSS to Ozhalur  & 6 other habitations   
    

    

 
HEADWORKS AT IRUNKUNDRAMPALLI 

    

 
SOURCE 

    

 
 Infiltration Well - Dia - 4.50m    Depth - 8.0m  2 Nos  

 Borewell  - Dia  - 200mm, Depth - 15.0m 1 Nos  

 
PUMPSET  ( Infiltration well ) 

   
 5 HP - Openwell submersible pumpset  - 500 lpm x 20m Head 2 Nos  

 PUMPSET   ( Borewell ) 
  

 

 3 HP - Openwell submersible pumpset - 200 lpm x 20m Head 1 Nos  

 Pumproom  
  

1 No  

 Genset 
   

1 No  

 CONNECTING MAIN 
  

 

 150mm   dia   - CI D/F connecting main 2200 m  

 100mm   dia   GI Connecting main 900 m  

 Sump - 0.30 LL - Elevated sump 1 No  

 12.5 HP - HSC Centrifugal pumpset-500 lpm x 50m Head 2 Nos  

 70Sqmm - 3 core  aluminium armoured cable 2200 m  

 25 Sqmm - 3 core  aluminium armoured cable 900 m  

 PUMPING MAIN  
   

 
160mm - O PVC   pumping main 3860 m 

 

 BRANCH PUMPING MAIN 
   

 110mm   dia  OD - PVC 4 KSC Pipe 670 m 

 

 110mm  dia - O PVC   Pipe 950 m 

 90mm   dia  - PVC 4 KSC Pipe 1182 m 

 75mm   dia   - PVC 4 KSC Pipe 911 m 

 63mm   dia  - PVC 4 KSC Pipe 472 m 

 
50 mm   dia  - PVC 4 KSC Pipe 210 m 

 

 


