FLOW DIAGRAM FOR CWSS TO MELASAINNAGRAM AND OTHER HABITATIONS IN ALATHUR UNION

110mm PVC - 2550m

OF PERAMBALUR DISTRICT

SR 30000 Ltr

<

63mm PVC - 170m

O

63mm PVC - 60m

SR 10000 Ltr

KOOTHUR
SR 10000 Ltr

75mm PVC - 15m

140mm PVC | S-3840m

90mm PVC - 310m

&

KOTTARAI
SR 30000 Ltr

LS-2340m
63mm PVC - 10m
LS-2860m
KOTTARAJ

SR 10000 Ltr

KOTTARAI NEW 1II

KOTTARAI NEW ADC

ATHANUR

MADURAKUDIKADU

SR 30000 Ltr

SR 100000 Ltr

ATHANUR ADC

SUMP AT ATHANUR
SR 30000 Ltr

CAP : 20000 Ltr
Pump set 5HP
(Submersible)
300lpm x 50m head

63mm PVC - 10m O

LS-340m

63mm PVC - 25m Q

LS-470m

&

LS-5920m

63mm PVC - 20m

O

KOOTHUR COLONY
SR 10000 Ltr

BOREWELL

DIA : 200mm

DEPTH:75m

Pump set Duty:500lpm x 100m head(12 hrs)
Submersible 12.5HP

BOREWELL

DIA : 150mm

DEPTH:100m

Pump set Duty:500lpm x 75m head(12 hrs)
Submersible 15HP

&
e

140mm PVC - 8150m

LS-200m

110mm PVC - 610m

LEGEND
@ BORE WELL

© sump

O SERVICE RESERVOIRS WITH CAPACITY
e==PUMPING MAIN




