FLOW DIAGRAM FOR CWSS TO GUDALUR - SATHANUR AND OTHER HABITATIONS IN ALATHUR UNION

ILLUPPAKUDI-I
SR 60000 Ltr

BOREWELL

DIA : 150mm

DEPTH:100m

Pump set Duty:300lpm x 50m head(12 hrs)
Submersible 7.5HP

GUNDALUR
SR 60000 Ltr

63mm PVC - 10m|

COLLECTION
SUMP AT NOTCHIKULAM
CAP : 20000 Ltr

Pump set 10HP
(Centrifulgal)

500lpm X 80m Head(12 hrs)

LS-1950m LS-6250m

63mm PVC - 20m

BUJANGARAYANNALLUR
SR 30000 Ltr

BOREWELL

DIA : 150mm

DEPTH:70m

Pump set Duty:500lpm x 50m head(12 hrs)
Submersible 12.5HP
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SR 30000 Ltr
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63mm PVC - 20m S.KUDIKADU

SR 30000 Ltr
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LS-1920m
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140mm PVC - 9940m

GROUP SUMP AT SATHANUR
CAP : 20000 Ltr

63mm PVC - 10m

SATHANUR
SR 60000 Ltr

110mm PVC - 3550m 1000m

LS-3550m 90mm PVC Q

90mm PVC - 1100m

SOUTH MATHAVI ADC
SR 10000 Ltr

Pump set 5HP (Submersible) 300lpm X 60m Head
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